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PEO-Si/SiO2 hybrid coatings deposited onto a PVC substrate were micromechanically 
characterized using depth sensing indentation. The effect of curing time and coating thickness 
were investigated. Elastic moduli of coated systems determined by the Oliver-Pharr approach 
displayed a continuous decreasing trend with increasing indentation depth, reflecting that the 
hybrids are stiffer than the substrate. Aiming to extract coating-only elastic modulus a simple 
method based on FE simulations was developed. The method was applied to evaluate the 
moduli of the hybrid coatings and the values were compared with those obtained by applying 
different approaches available in literature. The elastic modulus of PEO-Si/SiO2 hybrids was 
proven to be practically independent of curing time after 24 hs. However, large curing times 




















Organic-inorganic hybrids are widely used as polymeric protective coatings in optical, 
packaging, biomedical, microelectronics and decorative applications. Thanks to their ability to 
modify the mechanical and functional behavior of polymeric surfaces, they can enhance the 
surface performance of many polymers. For example, thin hybrids films are capable of 
improving the scratch resistance of transparent polymers such as poly(methyl methacrylate) 
(PMMA) and polycarbonate (PC) [1-5] and the wear resistance of polyester based resins, 
polyethylene (PE) and bisphenol-A polycarbonate (bis-A PC) [6-9]. Furthermore,  hybrids can 
improve the barrier and antibacterial properties of polymer-based packaging materials like 
poly(vinyl chloride) (PVC) and PE [10,11]; and the oxygen barrier properties and water 
resistance of multilayered membranes based on poplypropylene (PP), low density 
polyethylene (LDPE) and poly(ethylene terephtalate) (PET) [12]. They can also enhance the 
flame resistance and thermal stability of PMMA, PET and LDPE [13,14];  and the 
photodegradation and yellowing resistance of PC [15]. In all cases, coating performance is 
controlled by the chemical composition of the hybrid as well as by its synthesis procedure 
[2,9,17-19]. In service conditions, these coating/substrate systems are subjected to different 
forms of loading, being their functionality and durability dependent on their mechanical 
performance, that is, the mechanical properties of the thin hybrid coating itself and the 
adhesion characteristics between coating and polymeric substrate.  
This particular work faces the problem of the nanomechanical characterization of poly 
(ethylene oxide)/silica hybrid coatings (PEO-Si/SiO2) deposited onto a flexible PVC 
substrate. Although, plasticized PVC is widely used in the production of a number of intra-
corporeal medical devices, the migration of relatively low molecular weight additives may 












PEO-Si/SiO2 hybrid films can act as an efficient barrier coatings preventing plasticizer 
leaching from PVC. They also found that the barrier properties strongly depend on the 
organic/inorganic ratio as well as on the extent of reaction (curing time). A deep mechanical 
characterization of PEO-Si/SiO2 hybrid films deposited onto PVC would contribute to 
optimize both coating formulation and processing conditions. 
Depth sensing indentation, also called nanoindentation, appears as the most sound 
technique to characterize the mechanical behavior of thin hybrid coatings deposited onto 
substrates [21-24]. From indentation load-depth curves valuable mechanical quantities of 
hybrid coating/substrate systems such as elastic and plastic properties [1,16,17,25-28], creep 
properties [16], residual stresses [25,27], coating fracture toughness and adhesion interfacial 
fracture toughness (adhesion energy) [25,27,29-31] can be extracted.  
The Oliver-Pharr approach is the most spread procedure of analysis used to determine 
elastic modulus and hardness [32] from indentation experiments. Although, originally 
developed for homogeneous materials, it has also been applied to determine properties of 
hybrid coating/substrate systems [17,27,33].  In some cases, the influence of the substrate in 
the indentation response makes the modulus values depend on penetration depth [17,34,35].  
In such cases, the problem of determining coating–only properties is a difficult task due to the 
complex deformation process developed beneath the indenter. The coating response is 
influenced by several factors such as indenter geometry, coating and substrate mechanical 
properties, interfacial strength and coating thickness [17, 36-39]. 
Finite element (FE) analysis has been successfully used to interpret the indentation 
response of specific coating/substrate systems, typically metals [40-44]. In general, the 
approach is that of an inverse problem where the mechanical properties of the 
coating/substrate system are used as input to obtain the indentation load-displacement 
response and the stress field distribution beneath the indenter. Parametric studies are usually 












substrate mechanical properties on the indentation response of the coating/substrate system. 
In this work, measured and simulated indentation experiments are combined to 
mechanically characterize four PEO-Si/SiO2 hybrid coatings deposited onto PVC. The studied 
systems differ in coating thickness and curing time. The deformation characteristics of real 
systems are first investigated using imaging techniques and then the elastic moduli are 
obtained by the Oliver-Pharr approach as a function of indentation depth. FE indentation 
simulations are performed to give insight into the deformation behavior that leads to coating 
failure and to analyze the influence of properties mismatch on the apparent elastic modulus of 
the system. An inverse problem approach based on FE simulation is used to develop an 
algorithm to determine the intrinsic moduli of PEO-Si/SiO2 hybrids. The values are compared 
with those obtained by applying different approaches available in literature. 
 
2. EXPERIMENTAL  
 
2.1. MATERIALS 
Four samples of a commercial PVC film (150 m in thickness) coated with PEO-
Si/SiO2 based hybrids differing in coating thickness and curing time are characterized (Table 
I). The actual coating thickness values given in Table I were determined by Scanning Electron 
Microscopy (SEM) using a JEOL JSM-6460LV microscope. The samples were cryofractured 
and coated with a thin film of Au/Pd before inspection. A typical SEM micrograph is shown 
in Figure 1. 
This type of hybrids has a nanocomposite structure with a high level of 
interpenetration between organic (PEO) and silica (inorganic) phases [19]. 
 
2.2 DEPTH SENSING INDENTATION EXPERIMENTS 












systems. Tests were performed in a Triboindenter (Hystitron Inc.) at room temperature. 
Experiments involved complete loading-holding-unloading cycles under load controlled 
conditions (trapezoidal loading functions) with the continuous measurement of applied load 
and displacement (tip penetration depth). Thermal drift correction was applied to 
displacement data following the Hysitron recommended procedure. Maximum loads ranging 
from 70 to 2500μN were applied using a Berkovich tip and a loading/unloading rate of 
50μN/s. A holding time of 15s was applied at maximum load before unloading to minimize 
viscoelastic effects in the unloading curve [45,46]. 
 
2.3 DETERMINATION OF MECHANICAL PROPERTIES 
The indentation elastic modulus was determined as a function of indentation depth 
from the load–depth (P-h) curves using the approach outlined by Oliver and Pharr [32]. This 
method is based on the assumption that the material behavior during unloading is purely 
elastic, and it is described as follows: 
The unloading part of the P-h curve is fitted through a power law function: 
m
fhhAP )(       (1) 










S       (2) 
being A and m the power law function fitting parameters, hf the residual penetration depth and 
hmax  the maximum penetration depth achieved after the holding period.  The contact depth hc 





max       (3) 
where   a tip geometry factor, usually taken as 0.75. The reduced elastic modulus (Er) was 
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where Ac is the actual contact area which accounts for the non-ideal shape of the tip.  Ac was 
fitted to a polynomial function of hc using a series of indentations performed on a fused quartz 








     (5) 
where  Ei and i are the Young’s modulus and the Poisson´s ratio of the indenter (1140GPa 
and 0.07) while E and  are the sample properties. 
Furthermore, the yield stress ( y) of PVC was estimated by the inverse method 
proposed by Dao et al. [47]. 
 
2.4 FINITE ELEMENT SIMULATIONS 
Simulated indentations were carried out using a finite element (FE) commercial 
software ABAQUS 6.11 (2011). Coating/substrate fictitious systems were modeled as bodies 
of revolution. Axisymmetric linear quadrilateral elements were adopted, where a fine mesh 
(2000 elements concentrated towards the indenter tip) was used close to the contact zone (its 
size was a rectangle of 1 µm in length and the coating thickness in height) to capture the stress 
concentration and its gradient under the indenter, and a coarse mesh (5500 elements) outside 
this region to economize computation time. An equivalent conical tip with apical angle of 
19.7º was used to simulate the Berkovich pyramid shaped indenter since it gives the same area 
function. The indenter was assumed infinitely rigid because the elastic modulus of the tip 
material used in physical experiments is several orders of magnitude higher than the elastic 
modulus of the coating/substrate systems (diamond, E=1140GPa). Frictionless contact was 
defined between the surface of the indenter and that of the specimen.  












solid and the coating behavior was assumed purely elastic. The values of the elastic modulus, 
Poisson’s ratio and yield stress used in the simulations are detailed in Table II. The properties 
of the PVC were determined from the physical nanoindentations results as explained in 
section 2.3. The elastic moduli of the coating are hypothetical but within a realistic range [16]. 
Constant Poisson’s ratios were used for both coating and substrate since the effect of Poisson 
ratio on indentation behavior is very small [48].  
The coating and substrate were assumed perfectly bonded. This is because, in the real 
systems excellent adhesion is expected due to the presence of ether linkages in PEO that lead 
to intermolecular association complexes with PVC due to the strong hydrogen bonding 
character of the ether oxygens [19]. 
 
3. RESULTS AND DISCUSSION 
 
3.1 INDENTATION LOAD-DEPTH CURVES AND COATING DAMAGE 
Typical indentation curves measured for the coating/substrate systems under different 
maximum applied loads are shown in Figures 2-a and b. For comparison, the substrate 
response alone is also included. It is evident that the micromechanical response of the PVC 
surface changes markedly with the presence of the PEO-Si/SiO2 coating.  
The uncoated PVC substrate deforms plastically and shows a large amount of creep 
during the holding stage at maximum load. The substrate response is highly repetitive as 
demonstrated by the superimposed loading curves obtained at increasing maximum applied 
forces (Fig. 2-a).  
The indentation response of the coating/substrate systems display different 
characteristics, which vary with increasing applied maximum load. At relatively low loads 
(Fig. 2-a), the response is characterized by a lower penetration depth at any given load, 












unloading curves), increased amount of elastic recovery in the indenter displacement during 
unloading, and negligible creep, compared to the uncoated PVC. Smooth variations in the 
unloading curves are observed as the indenter penetrated deeper into the sample. The response 
changed drastically when the indenter reached a certain depth denoted by a marked 
discontinuity in the loading curve (Fig. 2-b). Once the load discontinuity appears, the loading 
curve tends to resemble the substrate response upon further increasing the load. The critical 
point, defined either by the depth to coating thickness ratio values (hcr/t) or its corresponding 
load (Pcr) at which discontinuities appeared, are reported in Table III for all the coated 
systems. These critical values indicate that the failure of the hybrid coating occurs well before 
the Berkovich tip reaches the coating/substrate interface. Note that there is not a clear trend in 
Pcr values but evidently hcr/t decreased with increasing curing time. 
This type of discontinuities in load-depth curves are usually attributed to coating 
failure events occurring in response to indentation stresses in hard coating/soft substrate 
systems [22,31,49]. Typically coating chipping off leads to a significant change in the load-
depth curve shape since considerable displacement at constant load takes place [50]. 
A SEM image showing the typical impression left on the coating surface after the 
application of an indentation cycle with a maximum load higher than Pcr is shown in Figure 3.  
SEM inspection evidences coating failure and explains the shape change in the curves at loads 
higher than Pcr. It is evident that circumferential cracking and finally coating chipping off 
occurred. Then, the indenter continued penetrating into the PVC substrate leaving on the 
surface a pyramidal shaped impression.  
It has been stated that for a hard coating/soft substrate system, the substrate yields first 
with the coating being elastically deform [22]. A variety of cracking events like edge cracks 
parallel to the free surface, circumferential cracks, bending cracks at the coating/substrate 
interface, and inclined cracks through the film thickness may occur depending on coating 












by an incompatibility in displacements due to substrate plastic deformation. The coating 
fractures because it is unable to accommodate substrate plasticity. 
To study the influence of the coating/substrate elastic modulus mismatch (Ec/Es) on 
the indentation response, finite element simulations of indentation tests were performed. Two 
extreme cases were simulated, namely, a system with an elastic mismatch Ec/ES=1.8 and 
another one with Ec/Es=25. The relative indentation depth (h/t) was equal to 0.1. Figure 4 
gives the Von Mises and maximum stress fields and the plastic zone extension.  
The location of the superficial circumferential cracks in Figure 3 coincides with the 
location of the highest normal stresses around the contact region (Fig. 4-a). Another site of 
stress concentration in the coating is located beneath the indenter at the coating/substrate 
interface (Fig. 4-b), which seems to be responsible for the final coating chipping off [i.e. 
51,52].  Indeed, a large plastic zone is developed in the substrate beneath the indenter at low 
indentation depths (Fig. 4-c), well before the coating fails.  
By comparing the results for the different simulated coating/substrate systems it is 
observed that the greater the mismatch between the mechanical properties of the coating and 
substrate, the greater the stresses generated in the coating, which in turn, promotes failure. 
The stresses generated in the substrate are compressive in the case of the stiffest coating, 
while they are compressive and tensile in the case of the most compliant coating. This is due 
to more spread load distribution exerted by the rigid layer compared to the more compliant 
one. The substrate experienced plastic deformation in the case of the stiffer coating, but it 
remained in the elastic regime in the case of the more compliant coating. This occurs because 
the compliant coating absorbs a larger part of the imposed deformation (or displacement) 
compared to the stiffer coating.  
Then, it is concluded that a stiffer coating is more prone to fracture than a more 














3.2 DETERMINATION OF THE COATINGS ELASTIC MODULI   
For each PEO-Si/SiO2// PVC system, the Oliver-Pharr analysis is used to determine 
the elastic modulus as a function of indentation depth. Only the curves for which the 
maximum penetration depth is lower than that of the critical point (values already reported in 
Table III) are considered. This is done to avoid underestimation of elastic modulus caused by 
coating failure events [24]. 
The results are shown in Figure 5. For all PEO-Si/SiO2// PVC systems, elastic 
modulus values exhibit a monotonic decrease with indentation depth in the whole range 
measured. The determined values represent an apparent modulus, Ea, which combines the 
mechanical properties of coating and substrate. It has to be pointed out that Ea values does not 
exhibit a plateau value at indentation depths lower than 10% of coating thickness. Thus, the 
“10% rule” commonly used to evaluate the intrinsic modulus of coatings [1,22,25,32] is not 
applicable to our systems. 
To extract the intrinsic elastic modulus of the hybrid coatings, Ec, from apparent 
values (Ea), a method based on our FE simulation results was developed and it is presented in 
section 3.3.1. Other approaches available in literature are considered in section 3.3.2. All 
methodologies are applied to the four PEO-Si/SiO2//PVC systems. 
 
3.2.1 A method based on FE simulations 
In this section, a suitable procedure to single out the elastic modulus of a stiff coating 
deposited on a soft substrate is proposed. To this aim, the indentation P-h curves for different 
coating/substrate systems listed in Table II were simulated and the Ea values calculated. 
Results for the different parameter combinations are shown in Figure 6. It can be seen that 
independently of the coating/substrate compliance mismatch, Ea monotonically tends to the 












increasing coating/substrate compliance mismatch.  
 The proposed method consists of an equation that relates the apparent elastic modulus 
Ea determined at a fixed relative indentation depth (h/t)* and the known elastic modulus of the 
substrate Es with the elastic modulus of the coating Ec. In principle, (h/t)* is chosen to be 
lower than the critical coating failure values (see Table III).  Furthermore, other factors such 
as the influence of substrate plasticity and the estimation of the contact area by the Oliver-
Pharr method are considered, as described in the following. 
 A comparison of the apparent values emerging from elastic coating onto elastic 
substrate and elastic coating onto elasto-plastic substrate is shown in Figure 7. This plot 
shows that the apparent elastic modulus is lowered by substrate plasticity. The influence 
depends on compliance mismatch: the stiffer the coating, the less the influence of substrate 
plastic flow on apparent modulus. It can be seen in Figure 7 that for h/t = 0.1 the substrate 
plastic flow does not markedly affect the decay in apparent modulus due to compliance 
mismatch.  
In the Oliver-Pharr approach, the reduced elastic modulus is inversely proportional to 
the square root of the contact area (Eq. 4), which in turn depends on the contact depth that is 
estimated from the contact stiffness (Eq. 3). In this analysis there is always some downward 
elastic deformation of the material surface and it is known that hard film on soft substrate 
systems tend to sink-in when indented (see for example in [34]). The values of the projected 
contact area data arisen from Oliver-Pharr analysis of simulated load-depth curves are 
compared with the contact area values at maximum load of FE simulations (Fig. 8). The latter 
are obtained from the contact radius values, a, directly checking the contact status of the 
nodes on the sample surface under maximum load and using the relationship Ac=  a
2
 for the 
equivalent conical indenter. As shown in Figure 8 for indentations performed at h/t equal to 
0.1, no striking differences between both contact area values are found for Ec values lower 












very stiff coatings, a slightly larger sinking-in effect than that considered in the Oliver-Pharr 
approach appears to occur at the surface. 
The apparent modulus value at (h/t)*=0.1 is finally adopted to perform the correlation 
between Ea and Ec values.  Figure 9 shows the correlation found between the dimensionless 
parameters Ec/Es and Ea/Es. These simulated data were accurately fitted using a second order 
polynomial function, as judge by the obtained minimum squares regression coefficient (R= 
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This simple equation allows determining the intrinsic elastic modulus of the coating Ec if the 
following parameters are known: 
- the coating thickness, t 
- the apparent elastic modulus of the coating/substrate system determined by the 
Oliver-Pharr approach from a nanoindentation tests performed at (h/t)*=0.1using a 
sharp Berkovich tip. 
- the substrate modulus, Es  
Eq. 6 is applicable to coating/substrate systems that comply with the following characteristics: 
- Es/ ys < 70  
- 1.8 < Ec/Es < 25 
- the coating is homogeneous, isotropic, its thickness is uniform 
- the coating has good adhesion with the substrate in such a way that no discontinuities 
are detectable in the experimental loading curve up to (h/t)*=0.1.  
The elastic moduli of the PEO-Si/SiO2 hybrids obtained through this method are given 
in Table 4. To verify the accuracy of the method, the obtained Ec were used as inputs in FE 
simulations. The indenter geometry was modeled considering the actual contact area of the 












nanoindentations performed on a standard fused-quartz sample). The simulated load-depth 
data are analyzed to predict apparent modulus values as a function of penetration depth. The 
results are shown in Figures 10 and 11. The proposed method appears to be very accurate as 
demonstrated by the superposition of both simulated and measured P-h curves (Fig. 10). 
Furthermore, the physically measured trend of apparent elastic modulus presents a close 
correlation with the predicted one (Fig. 11). The proposed method seems to work reasonably 
well despite the differences between the real and idealized tip shape and the mechanical 
behavior of coating and substrate. Moreover, it can be concluded that the PEO-Si/SiO2 
coatings are mechanically homogeneous.  
According to the obtained values, the elastic modulus of the PEO-Si/SiO2 hybrids is 
slightly increased by curing times larger than 24 hs (Table IV).  
 The stress distribution beneath the indenter at which the actual PEO-Si/SIO2 // PVC 
systems failed (Table III) is quantified using FE simulations taken into account the 
determined coating moduli. The coating is assumed to be perfectly bonded to the substrate 
and the formation of edge cracks is neglected. The maximum normal stress values achieved at 
coating-substrate interface are reported in Table V and a typical maximum normal stress 
contour is shown in Figure 12. The maximum normal stress decreases with increasing curing 
time and it is affected by coating thickness. This simplified analysis suggests that there is a 
detriment in interfacial strength between PEO-Si/SiO2 hybrids and PVC when increasing 
curing time. These results are in agreement with the worsening of the anti-leaching properties 
observed by M. Messori et al. [19] due to a weakening of the interfacial strength. As well, a 
large plastic zone is confirmed to develop in the PVC substrate. 
 
3.2.2 Fitting/extrapolation based methods and weight function models 
 Elastic moduli values obtained in the previous section are here compared with the ones 













 The simplest method to evaluate the intrinsic elastic modulus of a coating is by fitting 
the Ea vs. hc/t (or a/t) data with an arbitrary mathematical function and then extrapolating the 
Ea value to zero depth. ISO 14577-4:2007 Standard, suggests  a linear relationship 
considering only data within a/t <2 [53]. Other mathematical functions like Gaussean, 
exponential and polynomial are also usually adopted (see for example in [17,35]). Ec values 
arising from the fitting of all available experimental data using either Linear (ISO 14577-
4:2007), Gaussean and second order polynomial functions are listed in Table IV.  In the case 
of ISO 14577-4:2007 method, the experimental thickness normalized contact depth range was 
lower than the required one because of coating failure. In order to meet the required range, a 
blunt indenter should be used.  Ec values obtained by zero-depth extrapolating methods are 
lower than the ones thrown by the FEA method. The Gaussean type function is the best at 
describing the experimental data as judged by the regression coefficient value. However, the 
extrapolated Ec values depend on the fitting range. For each material data set, Ec decreases if 
the lower limit of hc/t range is shifted to larger values. The accuracy of this procedure could 
be improved taking into account data of very shallow indentations (h/t about 0.01) as 
demonstrated for hybrid coatings onto PC substrate by Soloukhin [17]. In their work, the 
fitting/extrapolation method appears to work reasonably well because coatings are relatively 
thick (around 20-100 m). However, P-h data at penetration depths lower than 20nm are 
difficult to perform and analyze without inducing important errors due to thermal drift, 
surface roughness and tip area calibration.  
 Another way to determine the coating–only elastic modulus of thin films is to 
represent the apparent property as a combination of coating and substrate moduli or 
compliances in relation to the contact indentation depth, the coating thickness and various 
parameters, using a weight function, . Typically, exponential weight functions have been 












expressed in terms of t/h predict a plateau modulus for low depth values. Among them there is 
the model developed by Doerner and Nix [54] and the one proposed by Antunes et. al [44]. 
On the other hand, equations expressed in terms of h/t yield a continuous decrease of the 
apparent property from that of the coating to that of the substrate, like the direct (MD) and  
reciprocal (MR) models proposed by Mencík et al. [55] and the semi-empirical Gao model 
[56]. In the latter, the weight function, is a complex function of the contact radius at 
maximum applied load, a, which is based on the analytical solution of the contact of a rigid 
cylindrical indenter with an elastic layered body [55]. Even if it was originally obtained for a 
cylindrical flat punch indentation, it is assumed to be equivalent to a conical indentation 
having half-angle of 70.32º (Berkovich tip), as follows: a = hc tan  [38]. 
 Since PEO-Si/SiO2 // PVC systems do not display a plateau value at low depths (Fig. 
5),  only models in which the weight functions are expressed in terms of h/t are selected to fit 
the experimental data. The equations for each model are given in Table IV.  In the fitting 
procedures, Es and t are taken as known parameters. For MD and MR models [55], equations 
are developed in linear forms and model parameters (Ec and MD  or Ec and MR) are obtained 
using minimum least squares. For the Gao et al. model, the equation is transformed to a 
straight line that crosses the origin of the coordinate systems (y=Ax), the constant A calculated 
using a least squares method and the elastic modulus of the coating alone obtained by Ec = 
Es+A. The results are shown in Table IV. Both MD and MR models adequately describe the 
Ea vs hc/t experimental trend while the Gao model displays a bad correlation. The Ec values 
obtained from MD and MR models are close to the ones obtained by FEA method. The main 
advantage of MD and MR models is that they can be applied to cases in which the thickness 
of the coating is unknown. 
 
4. CONCLUSIONS 












were mechanically characterized by depth sensing indentation. Coating/substrate systems and 
substrate alone displayed very different indentation behaviors. PVC did exhibit plastic 
deformation while coated samples behave in a more elastic way. Indentation curves exhibited 
discontinuities consistent to the appearance of coating failure events.  
 Elastic moduli of PEO-Si/SiO2//PVC systems determined by the Oliver-Pharr 
approach displayed a continuous decreasing trend with increasing indentation depth.  To give 
insight into this complex issue, experiments were complemented with numerical simulations 
performed on fictitious systems composed by elastic films of different modulus perfectly 
bonded to an elastoplastic substrate.  
 FE simulations demonstrated that the elastic modulus of coating/substrate systems 
(apparent modulus) depends on the compliance mismatch between coating and substrate but 
also on the substrate plasticity. The plastic deformation of the substrate causes an extra 
reduction in apparent modulus with respect to the drop due to the elastic mismatch. The stiffer 
the coating the less is the influence of substrate plastic flow on apparent modulus. 
 With the aid of FE simulations the intrinsic elastic modulus of PEO-Si/SiO2 coatings 
could be successfully extracted from the apparent values determined by the Oliver-Pharr 
approach taking into account the effects of coating/substrate elastic mismatch and substrate 
plasticity. PEO-Si/SIO2 hybrids behave as homogeneous materials. So, the decreasing trend in 
the apparent modulus with indentation depths is due to difference in mechanical properties of 
coating and substrate and not due to a gradient of modulus in the hybrid film. The curing time 
has a slight effect on elastic modulus of PEO-Si/SIO2 hybrids. 
 Additionally, several approaches which avoid the need of using numerical simulations 
were tried to extract the intrinsic coating’s elastic modulus. Unfortunately, the Gao et al. 
model [56], a second order polynomial, a Gaussian type mathematical function and the linear 
trend proposed in ISO 14577-4 failed in describing the trend of apparent elastic modulus 












simple approaches proposed by Mencík et al.  (MD and MR) [55]. Moreover, the fitted elastic 
modulus values were close to the ones obtained by our FE based method.  The MD and MR 
equations could be useful to analyze systems in which coating thickness is unknown and FE 
simulations cannot be performed. 
 
 PVC substrate plasticity played a central role in coating’s failure promoting bending 
stresses that induced coating cracking and finally chipping off. The increase in reticulation 
time seems to induce a detriment in the interfacial strength of PEO-Si/SiO2 //PVC systems as 
it emerged from the experimental hcr/t values and the simulated maximum normal stress 
developed at interface. On the other hand, interfacial strength appeared to be unaffected by 
coating thickness.  
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8. CAPTIONS TO FIGURES 
 
Figure 1. SEM micrograph showing coating thickness determination for A3b system. 
Figure 2. Load-depth curves obtained in physical indentation experiments for: a) A3b system 
- experiments at which coating failure conditions were not achieved; b) A1 system- the arrow 
indicates the appearance of coating failure events. The substrate-alone response is also 
included. 
Figure 3. SEM micrograph of a typical indentation residual impression in A2 system for 
maximum indentation load larger than Pcr (1000 N).  












plastic zone. The substrate is PVC (Es=2.8GPa, y=40MPa, v=0.4) coated with an elastic 
material of either 5 or 70GPa in modulus (v=0.4). Relative indentation depth is h/t=0.1. 
Figure 5: Apparent elastic modulus as a function of contact depth to thickness ratio for the 
PEO-Si/SiO2 // PVC systems. The dashed line represents the modulus determined for the 
uncoated PVC (2.8GPa). 
Figure 6:  Effective elastic modulus to coating modulus ratio versus thickness-normalized 
penetration depth for simulated elastic coatings onto elasto-plastic substrate systems. 
Figure 7: Comparison of simulated apparent elastic modulus versus h/t for elastic coatings 
onto purely elastic and elasto-plastic substrate systems. 
Figure 8: Comparison of contact area obtained from simulated contact radii and from contact 
depth arisen from O&P approach as a function of coating modulus for h/t=0.1. 
Figure 9: Correlation between coating elastic modulus and apparent elastic modulus 
normalized by substrate modulus for h/t=0.1. 
Figure 10: Comparison of physically measured and simulated nanoindentation load-depth 
curves for A1 system. 
Figure 11: Apparent modulus values as a function of thickness normalized penetration depth 
for A3b system. 












Table I.  Sample denomination, coating thickness and curing time of PEO-Si/SiO2//PVC 
systems.  
Sample A1 A2 A3 A3b 
Coating thickness ( m) 0.41 0.37 0.61 1.42 
Curing time (h) 24 50 168 168 
 
 
Table II. Materials properties used in FE simulations.  
 Elastic modulus 
(GPa) 
Poisson’s ratio Yield Stress 
(MPa) 
Substrate (PVC) 2.8 0.4 40 
Coating 5,10, 20, 50, 70 0.4  
 
 
Table III.  Critical point at which discontinuities appeared in indentation loading curve 
for real systems. 
Sample A1 A2 A3 A3b 
hcr/t  0.74 ± 0.06 0.52 ± 0.05 0.30 ± 0.02 0.28 ± 0.02 















Table IV. Intrinsic elastic moduli of PEO-Si/SiO2 hybrids determined by FEA method and 
by other approaches described in section 3.2.2.   
 
Method 
                                      System 
Ec [GPa] 
(R) 
A1 A2 A3 A3b 
FEA method 
 
8.1 7.9 8.9 9.2 































































































































Table V. Relevant values arisen from simulation of stress and strain distribution at critical 
indentation point for real PEO-Si/SIO2 // PVC systems. 
 
Sample A1 A2 A3 A3b 
Critical depth ( m) 0.303 0.192 0.183 0.398 
Maximum normal stress at 
coating-substrate interface (GPa) 







































































































































































































 Several PEO-Si/SIO2//PVC systems were characterized by depth sensing indentation.  
 System behavior was properly described as elastic//elastoplastic materials in FE simulations. 
 Elastic moduli determined by Oliver-Pharr approach decreased with indentation depth. 
 Intrinsic PEO-Si/SIO2 elastic moduli were extracted from apparent values via FEA. 
 A long curing time had a slight effect on hybrids moduli but weakened interfacial strength. 
